REFEREED PUBLICATIONS

(2005)

JOURNAL


**PROCEEDINGS**


(2004) **JOURNAL**

R. Zhang and Shi FG. Novel Algorithm for Fiber Optic Alignment Automation.


**PROCEEDINGS**


- S. Chungpaiboonpatana and Shi FG. Impact of Packaging Material Combinations on Copper Trace Cracking Phenomena in Fine Pitched BGA Package. IMAPS/IEEE 9th International Symposium and Exhibition on Advanced Packaging Materials:


- Y.Z. He and Shi FG. Improved imaginary-distance beam propagation method for full-vectorial eigenmode analysis of optical waveguides, the SPIE conference, Photonic West 2004, oral presentation (in press).

(2003)

JOURNAL


PROCEEDINGS


(2002)
JOURNAL


Kim HK, Lee SW, Shi FG, Zhao B. Thickness dependent temperature accelerated dielectric breakdown strength of on-wafer low dielectric constant polymer films. Kiee International Transactions on Electrophysics & Applications, vol.12C, no.6,
• Todd MG, Shi FG. Validation of a novel dielectric constant simulation model and
  the determination of its physical parameters. Microelectronics, vol.33, no.8, Aug.
  2002, pp.627-32.
• Vo HT, Shi FG. Towards model-based engineering of optoelectronic packaging
  materials: dielectric constant modeling. Microelectronic Journal, vol.33, no.5-6,
• Zhou H, Kim HK, Shi FG, Zhao B, Yota J. Optical properties of PECVD dielectric
  thin films: thickness and deposition method dependence. Microelectronics, vol.33,
  no.11, Nov. 2002, pp.999-1004.
• Shih-Wei Lee, Shi FG, Lopatin SD. Dual damascene advanced interconnects: new
  copper seed layer enhancement process metrology using ion chromatography.
• Shih-Wei Lee, Hyungkun Kim, Shi FG, Bin Zhao. Thickness dependent soft-
  breakdown phenomena of low dielectric constant thin films and corresponding
• Zhou H, Kim HK, Shi FG, Zhao B, Yota J. Thickness dependent glass transition
  temperature of PECVD low-k dielectric thin films: effect of deposition methods.

PROCEEDINGS
• Mondal SK, Shi FG. Optimization of fiber-laser coupling with respect to both the
  coupling efficiency and carrier-to-noise ratio: a novel design. 52nd Electronic
• W. Liu, Y. Lin & Shi FG. Modeling residual stress of a fiber-lenses collimator
  array package induced during UV-curing of its adhesive joints. Photonic Devices &
  Systems Packaging Symposium, Stanford University, CA, July 2002, pp. 133-137.
• W. Liu, Y. Lin, Shi FG. Welding-induced alignment distortion in DIP LD
  packages: effect of laser welding sequence. Proceedings of SPIE - the International
• Y. Lin, W. Liu, Shi FG. Adhesive joint design for high yield and low cost assembly
  of fiberoptic devices. 52nd Electronic Components and Technology Conference.
• Hong Zhou, Zirong Tang, Mondal SK, Shi FG, Zhang N. Assembling of fiber
  collimators for photonic devices. 52nd Electronic Components and Technology
• Bin Rao, Rong Zhang, Shi FG. Alignment dependence of relative intensity noise in
  laser diode fiber pigtailing. 52nd Electronic Components and Technology
• Vo HT, Davidson C, Shi FG. New effective dielectric constant model for ultra-high
  speed microstrip lines on multilayer dielectric substrates: effect of conductor-
  dielectric interphase. 52nd Electronic Components and Technology Conference. San
• W. Liu, Shi FG. Effect of the viscoelastic behavior of molding compounds on crack


(2001) JOURNAL


PROCEEDINGS

- Tang Z, Zhang R, Mondal SK, Shi FG, Guo J. Angular misalignments in coupling a


(2000 AND BEFORE)

JOURNAL

- Hsu T, Shi FG, Lopatin S, Shacham-Diamand Y, Zhao B, Brongo M, Vasudev PK.

- Tong HY, Shi FG, Lavernia EJ. Enhanced oxidation resistance of nanocrystalline


PROCEEDINGS


